
Solutions Driven by People.

BE-5250 Descaler
Efficient Water Descaling 
of Salmon and Trout

• Next generation high pressure water descaler

• No damage to gills, eyes or meat

• Reducing listeria, sea lice and other bacteria by 90%

•	Fully automatic product height adjustment - no production stops

•	Hygienic open-frame design with easy access for fast cleaning

•	Low water consumption

•	Optional rotating scalefilter for cleaner wastewater
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Food Safety Built Into the Process
Bacterial levels in both farmed and wild caught fish 
have increased in recent years, and many producers 
are intensifying efforts to reduce contamination, es-
pecially listeria. The BE 5250 supports this work by 
combining descaling and washing in one controlled 
process. 

How the descaler works
Fish are fed into the machine and kept in position by 
side guides and upper and lower belts. High-pressure 
water through flat nozzles removes scales, sea lice 
and mucus while protecting the meat. During produc-
tion, the machine continuously adjusts to the product 
height, ensuring consistent results without operator 
intervention or production stops, ensuring consistent 
results and reducing manual handling.

Hygienic, Robust Design
The BE 5250 is designed for food processing envi-
ronments where fast sanitation is essential. The 
hygienic open-frame stainless design with open 
profiles allows thorough cleaning and meets food 
safety standards. 

The open construction and large doors provide 
clear access to all key areas for high-pressure 
cleaning, helping prevent bacteria from accumu-
lating on machine surfaces. Increased visibility 
during cleaning supports inspection and rapid, 
thorough washdowns to ensure optimal food safe-
ty. The machine is delivered with a separate con-
trol box, and the machine height can be adjusted 
to customer requirements during installation. 
 
The Beritech descaler is available in a single ver-
sion BE-5251 or a double version BE-5255.

Design and Performance

Model BE-5251 Single BE-5255 Double

Dimensions (LxW)
2980 x 1100 mm

Construction SS316 / HMPE
3800x1100mm

Construction SS316 / HMPE

Capacity
12 – 18 fish/minute Descaling 

16 – 25 fish/minute Desliming

20 – 25 fish/minute Descaling

25 – 35 fish/minute Desliming

Water Consumption

Water Connection

liters/minute ± 50l, 80 bar

¾” / 3 bar

liters/minute ± 100l, 120 bar

¾” / 3 bar

Weight 890 kg 980 kg

Electricity 3 x 400/230 V + PE, IB = 42 A 3 x 400/230 V + PE, IB = 62 A

Continuous automatic height adjustment  
– no production stops

Effective removal of mucus,  
sea lice and bacteria

Optional Rotating Scalefilter 
The rotating scalefilter removes scales and solids from 

descaler wastewater for cleaner discharge. Wastewa-

ter is guided over a rotating sieve that separates water 

into a buffer while debris is conveyed to the outlet for 

collection. High pressure nozzles keep the sieve clean 

during operation using the same wastewater. The sieve 

is easy to remove for cleaning, and the buffer must be 

filled before start up.


